








COMPLIANCE STATEMENT
FOR EUROPEAN USERS

CE marking shows conformity to the following criteria and provisions:

Low Voltage Directive (2006/95/EC, formerly 73/23/EEC)/EN60950-1

EMC Directive (2004/108/EC, formerly 89/336/EEC)/EN55022, EN55024, EN61000-3-2 &
EN61000-3-3

GS MARK STATEMENT

This product has been tested under EN ISO 7779 and has an acoustic level output no higher than
55db(A).

This device is not intended for use at a video workstation in compliance with Bildscharb V.

This device is not intended for use in the direct field of view at visual display workplaces. To avoid
incommoding reflections at visual display workplaces this device must not be placed in the direct field
of view.

FCC COMPLIANCE STATEMENT
FOR AMERICAN USERS

This equipment has been tested and found to comply with the limits for a Class A digital device,






IMPORTANT SAFETY INSTRUCTIONS

« Read all of these instructions and save them for later reference.
« Follow all warnings and instructions marked on the product.









Prior to operation, read the safety instructions carefully and observe them.

Do not drop or put foreign matter such as clips and pins into the printer. This may cause problems.
Be careful when moving or carrying the printer. Dropping the printer may cause injury or property
damage.

Make sure if you open the top cover, it is opened all the way. If only partially open, the cover could
slam shut, possibly causing injury.

When the cover is open, be careful of the corners of the cover. They could cause injury.

Do not open the printer during printing.

When cleaning the surface of the printer case, do not use the cloth that is soaked in thinner,
trichloroethylene, benzine, ketone or similar chemicals.
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Part Names and Functions

Operation Panel
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Part Names and Functions







Setup

Connection to a Computer

This product has two interfaces that can be used to receive printing data: a
serial port (RS232C) and a USB port (USB1.1). An optional internal
Ethernet, an IEEE1284 Parallel or Wireless LAN port can be added by your
dealer.

With the exception of a wireless LAN connection, an interface cable is
necessary to connect the printer to a computer.

To connect the cable, proceed as follows:

1. Turn OFF both power switches of the printer and the computer.
2. C




Power ON/OFF

Turning on the power
1. Turn on the power switch on the back of the printer.



















Printer Operation
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7. Align the media with the left fixed media guide, align the right
movable media guide with the media width, and lower the sensor
arm.

8. Push the head close knob to lower and lock the head unit. Be
sure to always push the head close knob to lock the head unit.
Align it with the width of the media that has been set, then set
the media width and media thickness adjustment dials.

See “Chapter 3 Printer Adjustments”.







Printer Operation

4. Push the large blue-head open lever to release the head unit.
Pull out the ribbon from the bottom of the head unit to the
ribbon winding side.










Printer Operation

Self Print Mode

Performing a self test print is an easy way to check on the state of printer













Printer Operation

Printing during top menu setting

Printing during sub menu setting
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Machine Information

[Global Config Menu]

Model Number : CL-S631
Boot Version XX

ROM Version 7 XXXXXXXX
ROM Date (DD//MM/IYY) o XXIXXIXX
ROM Check Sum T XXXX

Head Check 1 OK

Print Counter :0000.872 km
Service Counter :0000.872 km
Cut Counter 183

Sensor Monitor 1256V
Option Interface : None

Current Menu Setting

Config Set 01

[Page Setup Menu]

Print Speed 14 1PS

Print Darkness 110

Darkness Adjust 100

Print Method : Thermal Transfer
Continuous Media Length 14.00 inch
Vertical Position :0.00 inch
Horizontal Shift :0.00 inch










Printer Operation

Top Menu Sub Menu Default Menu Remarks

RS-232C Parity None None Sets the communication parity of the serial
Odd interface.
Even

RS-232C Length 8 bits 8 bits Sets the character length of the serial
7 bits interface.

RS-232C Stop bit 1 bit 1 bit Sets the stop bit of the serial interface.
2 bits

R









Printer Operation

Mode Settings
[Zebra®
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Sensor Adjustments

The sensing level of both the transparent (see thru) and reflective sensors is
adjusted separately and independently. Firstly, the sensor type must be
selected either using the VuePrint menu system or the Sensor Method
Selection shown below. Then the adjustment and calibration of the sensor
can be made.

Entering Sensor Adjustment Mode

1. Turn on the power while pushing the PAUSE key, FEED key, and
STOP key simultaneously.













Printer Adjustments

Media Width Adjustment







Printer Adjustments




E Printer Adjustments

Cleaning

W
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Indication

The LED do not light
up when printer
power is connected.

Paper is feeding, but
nothing is printed.

The printer is not

s 5 3
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Specifications

Item Description

Bar code
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Interfaces

This printer is connected to a computer and prints according to commands
sent from the computer.

There are three types of computer interfaces, and these are connected to
devices suited to each type of interface. The printer can also be connected
to
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Interfaces
Error Change in the status of a signal line in
compatible mode
Paper end Busy :L H
PError :L H
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363 Van Ness Way, Suite 404
Torrance, CA 90501. USA

Tel: (310) 781-1460

Fax:(310) 781-9152
http://www.citizen-systems.com

Mettinger Strasse 11 Park House, 643-651 Staines Road
D-73728, Esslingen Feltham, Middlesex, TW14 8PA
Germany United Kingdom

Tel: +49 (0) 711 3906 400 Tel: +44 (0) 20 8893 1900
Fax:+49 (0) 711 3906 405 Fax: +44 (0) 20 8893 0080

http://www.citizen-europe.com

6-1-12, Tanashi-cho, Nishi-Tokyo-shi
Tokyo, 188-8511. Japan
Tel: +81 (0) 42 468 4608
Fax:+81 (0) 42 468 4996
http://www.citizen-systems.co.jp

JM74983-10F
PMC-1011


http://www.citizen-systems.com
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http://www.citizen-systems.co.jp
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